
r ' UTAH OIL AND GAS CONSERVATION COMMISSION '

REMARKS WEl L LOG ELECTRIC LOGS _ FILE X WATER SANDS LOCATION INSPECTED SUB REPORT abd

DATE FI).ED 10-15-80
LAND FEE & PATENTED STATE LEASE NO PUBLICLEASE NO U-39499 INDIAN

DRILLING APPROVED 10- 80
SPUDDED IN

COMPLETED PUT TO PRODUCING

INITIAL PRODUCTION

GRAVITY A.P l.

GOR.

PRODUCtNGZONES

TOTAL DEPTH

WELL ELEVATION

DATE ABANDONED
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Form e-881c
SUBMIT I PLICATE* Form approved.

(May 1963} (Other irwËtions on
Budget Bureau No. 4

UNITED STATES reverse side) Bond No. M-046557

DEPARTMENT OF THE INTERIOR G. LEASE DESIGNATION AND BERIAL

GEOLOGICAL SURVEY U-39499

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

N/A
la. TYPE OF WORK

DRILL DEEPENO PLUG BACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL

OWELLL
WELL OTHER

LNNELE MEOUNLTHLE
.

FARM OR LEASE NAME

2. NAME OF OPERATOR

Ambra Oil & Gas Company
"L' "°

3. ADDRESS OF OPERATOR Tnmbleweed 21-2

115 South Main, Suite 420, Salt Lake City, UT 84111 1o. rimLD AND P L. OB WILDCAT

4. IßCSATIONœOF WELL (Report location clearly and in accordance with any State requirements.*) CiSCO

1700' FNL, 660' FEL, Sec. 21, T20S, R21E
il

ND SURV
RORABE

At proposed prod. zone
Sec. 21, T20S, R21E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN CB POST OFFICE 1 . COUNT OR PARISH 18. STATE

15 miles northwest of Cisco, Utah Grand Utah

10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST
TO THIS WELL

t'o'ne'ar'e?"amri's
uit fine,ir any) 660' 640 acres 40 acres

1ß. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. notARY on canLa rooLa
¯¯

TO NEAREST WELL, DRILLING, COMPLETED,

OR APPUED FOR, ON THIS LEABE, fr. 840 ' 3050' rotary-äir

21. ELEVATIONa (Show whether DF, RT, GR, etc.)
22. APPROI. DATE WORK WILL START*

5541
November 10, 1980

23. PROPOSED CABING AND CEMENTING PROGRAM

BIEE OF HOLE BIzE OF CASING WEIGB'l PER FOOT SETTING DEPTH QUANTITY OF CBMENT

11" 55-8 5/8" new 32 lbs. 160' 35 sacks (cement to surface)

6 3/4" 55-4 1/2" new 10.5 lbs. 3050' 65 sacks (cement to Mancos)

Well will be drilled to test th
All shows encountered will be tested.

Blowout equipment to be used:

Rigan Torus BOP
Tested to 5000 PSI
with a 600 series power accumula

IN ABOVE SPACE DESCRIBE PROPOSED PROoxAM: If proposal is to deepen or plug back, give data on present productive sone and proposed new productive

zone. If proposal is t rill or deepen directionally, give pertinent data on subBUTÎ&CO ÎOCatÌOns and measured and true vertical depths. Give blowout

prevente program, i ny. •

TITLa
DATE

(This space
Federá/or

State ofEce use)

PERMIT NO
APPROVAT.DATE

APPROVED BY
TITY,E

DATE

CONDITIONS OF APPROVAL, IF ANY:

*See InstructionsOn Reverse
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September 19, 1980

U.S. Geological Survey RE: NTL-6

1745 West 1700 South supplementary Information

2000 Administration Building for APD 9-331-C

Salt Lake City, Utah 84104

Attention: Mr. Ed Guynn

Application for Ambra Oil adn Gas Company, a Utah Corporation to drill in

the SE#NE¼ of Section 21, T2OS, R21E, Grand County, Utah is set forth on Form

9-331-C. This letter is to set forth the additional information required on

the NTL-6 regulation.

1. Geologic name of surface formation: Cretaceous Mancos Shale.

2. & 3. Geologic tops and formation depths:

Cretaceous Mancos shale surface
Dakota 2010' gas
Cedar Mountain 2869' õil & gas

Jurrasic Morrison (Brushy Basin) 3061'
Salt Wash 3238' oil & gas
Summerville 3497'

TD 3550'

4. Casing program: See Form 9-331-C.

5. Pressure control equipment: Operator will use 8 5/8" good PSI spool

with rigan torus BOP above spool. An 8 5/8" 5,000 PSI spool will be used above

BOP. A rotating head will be used ábove the flow line spool. The BOP is bag

type, 600 series rigan torus oOf 7 1/16" I.D. BOP will be tested every 24 hours

during daily operations.

6. Drilling and circulating medium: Operator plans to drill with aif and

air mist as far as possible. Water base drilling fluid will be used in the event

formation -water is encountered and to control or kill oil or gas flows when running

long string - 4 1/2" 10.5 lb. casing - mud invert polymer type bio-degradable

mud 8.2 lb. per gallon. Weight and mud to 10 lb. per gallon if required will be

provided. The addition of¯potassium (KCL) choloride D.H. chemical added as re-
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7. Auxiliary equipment: (1) Kelly Cock-Demlo (2) floats at the bits -

yes and string (3) monitoring equipment on mud system--none. (4) sub on

floor with a full opening valve. The fill, kill and choke lines will be

attached to well head blow BOP. Also auxiliary equipment to be used.

a. 6,000# shut off valve on stand pipe.

b. One float at bit and two string floats.

c. Sub 3 1/2" IF to 2" valve for controlling blowouts for use when

making round trips in event of well blowouts.

8. Testing, logging, coring: Schlumberger or Birdwell. No DST's

programmed. Dual induction laterlog (DIL) compensated neutrom & formation

density ((251)) caliber log (CL) sonic BHC. If casing is run, a cement bond

log (CBL) and a gamma ray (GRL). Drilling, take samples every 10' starting

at 500' to TD. Miscroscope analysis will be done by a certified geologist.

Drillers and penetration logs. No coring planned.

9. Maximum bottom hole pressure expected is 1500 PSI. Flexibility pro-

visions are the BOP and high pressure fittings and couplings. No hydrogen sul-

fide problems are expected.

10. Starting date is November IO, 1980 and should take from seven to
twenty-four days.

I hereby certify that I, or persons under my direct supervision, have

inspected the proposed drill-site and access route; that I am familiar with

the conditons which presently exist; that the statements made in this plan

are, to the best of my knowledge, true and correct; and, that the work associated

with the operations proposed herein will be performed by Ambra Oil & Gas Company,

and its contractors and subcontractors in conformity with this plan and the

terms and conditions under which it is approved.

' Wesley Pettingill
Exploration



September 19, 1980

U.S. Geological Survey RE: Tumbleweed 21-2

2000 Administration Building Multipoint Requirements

1745 West 1700 South to Accompany APD

Salt Lake City, Utah 84104

Attention: Mr. Ed Guynn

1. Existing Roads

a. Proposed well site is staked. See surveyors plot.

b. Route and distance from nearest town or locatable reference point

to where well access route leaves main road. West exit from Cisco/Bookcliff

exit I-80, 11 miles due north toward Bookcliffs on the Cunningham Ranch Windy

Mesa Road. Go past corral to the first road which intersects from the south

(left). Open gate and proceed up this raod (designated jèep trail). This

trail intersects two NP Energy well locations and proceeds NW to the first

intersection. At this point we will follow the existing Tumbleweed 21-1 access

road or make use of the old existing jeep trail south of the Tumbleweed 21-1

well pad which will save approxinately 250' of ground disturbance.

c. ,Access road (s) to location color coded or labeled, red lines.

d. If exploratory well, all existing roads within 3 miles. Sec. 14, 15,

16, 23, 24 -¯Main Cunningham Ranch access road. Sec. 22, 23 - Jeep trail unimproved

surface scraped road. Sec. 23, 27 - Ambra Oil & Gas Tumbleweed #1 access road.
Unimproved surface scraped. Sec. 27, (Sì) 34 - C. C. Co. access road unimproved

surface scraped. Sec. 22 -

.abandoned seizmic road in 'the Wl, unimproved surface

scraped. Access road color coded in red with existing roads colored in blue.

e. If development well, all existing roads within 1 mile radius. The

existing Tumbleweed 21-1 well access road. Unimproved surface scraped.

f. Plans for improvement and/or maintenance of existing roads: Main road

is improved and maintained by Grand County. New road from existing road to each

will be bladed out 15' path-like road. In the event of production, operator

will work to maintain graded and improved road year-round, including regrading.

2. Planned Access Roads

1. Width: 15' bladed out on flat land.

2. Maximum grades: five



Tumbleweed 21-2 --- s.

Multipoint Requirements

Page 2

3. Turnout: Access road is straight, no turnouts needed.

4. Drainage design: small borrow pits on each side for easy draining.

There are no major drainage problems.

5. Dry wash cuts and fills as per on-site inspection. No culverts wanted

or needed. New dry wash cuts až& anticipated but will be as per on-site inspec-

tion (if required).

6. Surfacing material: none needed. Land will be disturbed little. No

foreign material needed or necessary.

7. Necessary gates, cattleguards, or fence cuts: none needed, no fences,

etc.

8. New or reconstructed roads: Operator will make use of existing Tumble-

weed 21-1 or existing access road location. We will construct a new road 15'

wide, surface bläded, surface scraped from the Tumbleweèd 21-1 location,860'

due south to the Tumbleweed 21-2 location. The road will not be more than a

3% grade at any point. Dry wash will be graded out as according to on-site

inspection. A small borrow cut will be added to each side for easy draining.

Alternative; to use old existing jeep trial as described in 1b.

3. Location of Existing Wells

a. See USGS topo map.

b. Producing wells in one mile radiusi

1. Sec. 16 Sun International 16-1, oil & gas

'2. Sec. 16 Sun International , ñil
3. Sec. 21 Tumbleweed 21-1, oil WOTC

c. Producing wells in a two mile radius

1. Sec. 9 T (NENW), oil
'

2. Sec. 10 Anschutz (NENW) , dil & gas

3. Sec. 10 Ut. CA (NWSE), oil & gas

4. Sec. 14 NP Energy 14-1, gas
5. Sec. 14 C & H (SENW), gas
6. Sec. 14 NP Energy 14-3, gas
7. Sec. 23 NP Energy 23-1, gas
8. Sec. 27 Ambra Oil & Gas Tumbleweed #1, gas
9. Sec. 27

Tumbleweed~27-2, oil

d. There are no water, disposal, injection or observatio wells within a

one mile radius.

4. Location of Existing and/or Proposed Tacilities

a. Operator currently controls no tank batteries, production facilities, oil

and gas gathering lines, injection lines or disposal lines within a one mile

radius of this well location. However, pending completion of the Tumbleweed 21-2

swell and oil tank(s) and pump jack, will be installed on this well. However, if

oil production is established on the Tumbleweed 21-2, a new tank battery and
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jack will be added. In the event of gas in the Tumbleweed 21-2, a seperator

(two or three phase depending on type of Production) will be added along with

metering facilities.

b. In the event of production, see enclosed sketch of anticipated production

facilities. All open exposed pits will be fenced to protect area livestock and

wildlife and an earthen fire bunker around any tanks. Any gas lines will be

laid on the surface to the main 4" Northwest Pipeline gathering trunk in the NE¾

of Sec. 23.

c. Plan for rehabilitation of the stripped areas no longer needed for opera-

tions after construction; this will be fenced until fluid evaporates and filled in.

That will be reseeded anywhere from October 15 to November 15, as required by the

BLM. The seeding prescribed by the BLM will be used. The surface area is basically

flat, however, the area will be graded to the original contours. Construction of

rehabilitation will be limited to the original well pad and at no time will any of

our operations require any more area than the requested well pad (200'x 200). How-

ever actual well pad will be 100 x 100'. All stock piled surface soil will be

graded back over the location after contouring.

5. Location and Type of Water Supply

a. Show location of description: Nash Wash; indicated in green, two miles

east of lcoation. Permission for water usage has been granted by W. C. Cunning-

ham Cattle Company and also by our contractor, Stan Starner of Starner Drilling

who also has valid agreements to use this water from Bill Cunningham. Arrange-

ments will be made for him with respect to using water sources.

b. State method of transporting water: water tank truck. No new roads or

pipeline's will be required for a water supply.

c. No water well planned or needed.

6. Source of Construction Materials

a. None used or needed, this is flat desert land on mancos shale formations.

In this area the best method of road construction is to blade road lightly water

pack down when ground is disturbed a great deal the road is poor and not easy to

travel. When lightly bladed with borrow pits to each side for easy drainage, no

additional material is needed. The location will be on federal land so if any

sand or gravel is needed, it will be brought into the area from a private source

in Thompson, Utah, 16 miles west. Until production is established, road will be

surface scraped dirt road from the existing road to the proposed well location.

b. See AEC topo map enclosed.

7. Methods of Handling Waste Disposal

1. Cutting: Waste pits as shown on detail or drill site.

2. Drilling fluids:



Tumbleweed 21-2

Multipoint Requirements

Page 4

3. Produced fluids (oil and water) tanks and pits. The blouey line will

be 125' long, centered and angled down into the trenched pit. It will be anchored.

The blouey line will be misted while drilling with air.

4. Sewage: self-contained trailer.

5. -Garbage: Garbage and waste materials will go in a burn cage and then

burned and hauled out when work is completed. Location will be cleaned and all

materials not burned will be hauled away.

6. The area will be free of trash and debris when rig moves out.

8. Auxiliary Facilities

none other than trailer and dog house.

9. Well-Site Layout

1. Cross section of drill pad with cuts and fills 200' x 200' (required size,

but actual drill pad will be much smaller). Drill pad is flat and will require

few cuts and fills. Anything more than minimum cuts and fills will be discussed

as per on-site inspection. Surface soil will be stock piled on the west side of

location, 12" high. Size of well pad contingent on surface area available.

2. Mud tanks, reserve, burn and trash pits, etc. See drawing.

3. See drawing.

-4 Pits are to be unlined. They will be fenced on three sides with sheep

wire and one straind of barb wire from the time construction of the pit is com-

pleted until drilling operations are completed. At this time, if there is any

fluid in the pit the fourth side will be fenced in the same manner until all

fluids evaporate. We will work with field representative from USGS or BLM for

any additional needs.

10. Plans for Restoration of Surface

1. We will backfill add level to contour of land before drilling. Waste

disposal will be accomplished as follows: all portable waste will be burned

and buried in waste pit. All other trash will be hauled out of the area.

2. Revegetation and rehabilitation: the grounds including the access road

will be conditioned and revegetated and seeded as per BLM requirements, that

being regrading of the surface sóil and reseeding to take place from October 15

to November 15.

3. After the rig is moved.

4. If there is oil in the pit, we will either remove it or install overhead



Tumbleweed 21-2
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5. Rehabilitation of the well site area will be completed within 60-days

after the spud date. With the exception of reseeding following BLM instruction

(October 15 to November 15).

11. Other Information

The location is part of the Green River desert area. No trees grow on the

Mancos shale valley, only sagebrush and shad. Cattle graze the area in fall and

spring seasons. There is no water and very little vegetation. Cisco Springs is

11 miles away and the nearest town, Cisco, is 15 miles to the southeast with

practically no dwellings and no evidence of historical, culturgl nor archeological

value. There will be no other surface use.

12. Operator

Ambra Oil & Gas Company
115 South Main Street, Suite 420
Salt Lake City, Utah 84111

Telephone: (801) 532-6640

Attention: Kerry Miller, Wes Pettingill

13. Certification

The following statement is to be incorporatèd in the plan and Aust be signed

by the lessee's or operator's field representative who is identified in Item 12 of

the plan.

I hereby certify that I, or persons under my direct supervision, have inspected

the proposed drill site and access route; that the statements made in this plan are,

to the best of my knowledge, true and correct; and, that the work associated with

the operations proposed herein will be performed by AMBRA OIL & GAS COMPANY and its

contractors and subcontractors ir.conformity with this plan and the terms and con-

ditions under which it is approved.

Date y/ Kerry M. Miller
Production
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** FILE NOTATIONS**

DATE:

OPERATOR:

WELLNO: y

Location: Sec. T. R. County:

E¿Le Ptepaxed: Entexed on W.I .0:

CaAd Indexed: Completion Sheet:

API Num6e -Ô/ - Â()/Q
CHECKEDBY:

Petroleum Engineer:

Director: (yf em (¿A / y/ 8 ..,a-e 2 --/4 / 4
† /e r</v t

Administrative Aide:

APPROVALLETTER:-

Bond Requixed : Suxvey Plat Requixed :

OxdeA Wo. /d Ä / 0.K. Rule C-3

Rule C-3 (c) , TopogAaph¿e Except¿on - company owns oA contAo£¿ acAeage
w¿tA¿n a 660' Aad¿w6 og pAoposed alte

Lease Dealgnat¿on Plotted on Map

AppAova£ LetteA úlx¿Æten

Hot L¿ne



October 17, 1980

Ambra Oil 4 Gas Company
115 South Main , Suite 420
Salt Lake City, Utah

Re: We111No. Tumbleweed 21-#"'
Soc. 21, T. 203, R. 21E
Grand County, Utah

Insofar as this office is concerned, approval to drill the above
referred to gas well is hereby granted in accordance with the Order issued
in Cause No. 102-16B dated September 26, 1979.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAELT. MINDER- Petroleum Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and
rig number be identified.

The API number assigned to this well is 43-019-30811.

Sincerely,

DIVISION OF OIL, GAS, ANDMINING

Cleon B. Peight
Director

/ka
cc:



'· D LICATE - - - -
Form 9-881 C Budget

aËrean
No. 42-R1425.

(May 1963) (Other i tions on
ITED STATES r••• '6•> Bond No. M-046557

DEPARTMENTOF THE INTERIOR 5. LEASE DESIONATION AND SERIA3.

GEOLOGICAL SURVEY U-39499

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK ' "''''^"'"°""°"""" "
N/A

18. TIPE OF WORK

DRILL DEEPENO PLUG BACK "" *"""""' "*""

b. Trra or wsLL

°w'is,. O °w^.'s.. U .....
a*."O ".".LTŒLB O - •= ==s•= "-

2. Maxa or oPERATOR .

.
.

-
· -

Ambra Oil & Gas Company g.g e. war.x. no.

s. ADDRESS OF OPERATOR Tumbleweed 21-2·

115 South Main, Suite 420, Salt Lake City, UT 84111 lo. FIEI.D AND POOL, 08 WII.DCAT

4. LocarrfaWOF WELL (ReþOrt 10CatiOD Clearly and in BCCOrdance With any State rtQUlrements.*) SCO DOme

1700' FNL, 660' FEL, Sec. 21, T2OS, R21E
11. .,r . x oaser.

At proposed prod. zone
.

Sec:. 21, T20S, R21E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OB POST OrrlCE* *

,12.
COUNTI OR PARIBB 18. STATE

15 Iniles northwest of Cisco, Utah Grand Utah

10. DISTANCE TROM PROPOSED* 18. NO, OP ACBER IN LEABB 17. NO. OF ACBBS ASSIGNED

LOCATION TO NEAREST
TO THIS WELL

Z.I t'or omar
i a tÛine,it any, 660 ' 640 acres - 40 acres

18. DISTANCE FROM PROPOSED LOCATIOW* 19. FROPOSED DEPTx 20. norAar on chaLE Tool.a

TO NEAREST WELL, DRILLING, COMPLETED,

OR APFUED 702, ON TEIS I.EASE, FT. 840' 3050' rotary-Air
.

21. EIÆTATIONa (Show whether DF. RT. GR, etc.)
22. APPROX. DATE WOBE WILL ST

5541
November 10, 19Ë0

PROPOSED CASING AND CEMENTING PROGRAM

BIEB OF ROLE SIEE OF CABING WEIGHT PEE FOOT saTTING DEPTH QUANTITY OF CENENT

11" 55-8 5/8" new 32 lbs. 160' 35 sacks (cement to surface)

6 3/4" 55-4 1/2" new 10.5 lbs. 3050' 65 sacks (cement to Mancos)

Well wil,l be drilled to test the Entrada.

All shows encountered will be tested.

Blowout equipment to be used: .

Rigan Torus BOP
Tested to 5000 PSI .

with a 600 series power: accumulator C NOE
OiL, GA & M1NING

3N ABOVE SPACE DEBCRIBE PROPOSED PROoxAM: If proposal is to deepen or plag back, give data on present prodnetive some and proposed new productive

zone. If proposal is rill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowont

(This space Pede or State of5ce use)

Prix!T N
TA

GUYNN

APPROVED BY TITr.. ICTENGlNEER _ . mars

CO I A OVAL,IFANT:

CONDITIONSOF APPROVAL ATTACHED

\Cg TO OPERATOR'S COPY
*SeeinstructionsOn Reverse



SCOTT M. MATHESON OIL, GAS, AND MINING BOARD
Governor '

CHARLESR.HENDERSON
GORDON E. HARMSTON STATE OF UTAH Chairman

Executive Director,
NATURAL RESOURCES DEPARIMENTOF NATURAL RESOURCES

JOHNL.BELL
DIVISION OF OIL, GAS, AND MINING C. RAY JUVELIN

THADISW.BOXCLEON B. FEIGHT 1583 West North Temple MAXILIAN A. FARBMANDirector Salt Lake City, Utah 84116 EDWARD T. BECK

(801) 533-5771 E. STEELE MclNTYRE

March 30, 1981
.

Ambra Oil and Gas Company
115 South Main, Suite 420
Salt Lake City, Utah 84111

Re: SEE ATTACHED SHEET

Gentlemen:

In reference to above mentioned wells, considerable time has gone
by since approval was obtained from this office.

This office has not recieved any notification of spudding. If you
do not intend to drill these wells, please notify this Division. If
spudding or any other activity has taken place, please send necessary forms.
( If we do not hear from your company within fifteen (15) days, we will
assume you do not intend to drill these wells, and action will be taken to
terminate the application.) If you plan on drilling this location at a
later date, please notify as such.

Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DIVISION OF OIL GAS, AND MINING

S BATES



ATTACHED SHEET:

WELL NO. BROWNDIRT#2
Sec. 14, T. 20S. R. 23E. .•

GRAND COUNTY , UTAH

WELL NO. BROEUDIRT #3
Sec. 14, T. 208. R. 23E.
GRAND COUNTY, UTAH

WELL NO. TUMBLEWEED #21-2
Sec. 21, T. 205. R. 21E.
GRAND COUNTY, UTAH

WELL NO. TXO MESA.c#23-2
Sec. 23, T. 20S. R. 23E.
GRAND COUNTY, UTAH

WELL NO. TUMBLEWEED #27-3-80-B
Sec. 27, T. 205. R. 21E.
GRAND COUNTY, UTAH

WELL NO. TUMBLEWEED #27-6
Sec. 27, T. 208. R. 21E.
GRAND COUNTY , UTAH

WELL NO. TXO SPRINGS #9-1
Sec. 9, T. 205. R. 23E.
GRAND COUNTY,



Form 9-331 +- Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-39499

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
N/A

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different N/A
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

1. oil gas N/A
well well other Location not drilled 9. wELL NO.

2.NAME OF OPERATOR TUmbleweed #21-2
AMBRAOIL & GAS COMPANY 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR ÛiSCO DOme
115 South Main, #420, SLC, UT 84111 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Sec. 21, T20S, R21E
AT SURFACE:1700' FNL 660' FEL Sec. 21 T20S, 12. COUNTYORPARISH 13. STATE
AT TOP PROD. INTERVAL: R21E Grand UtahAT TOTAL DEFTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other)___ Not drilled

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

This location has not been drilled. The well will be
drilled within 6 months of this notice.

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I hereby certif he g is true and correct

SIGNED TITLE GOOÎOgi St DATE April 3, 1981
ËPDÌ A WanSAn

(This space for Federal or State office use)

APPROVED BY TITi.E DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



STATEOF UTAH Scott M. Matheson. Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds. Executive Director
Oil, Gos & Mining Cleon B. Feight. Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

December 14, 1981

Ambra Oil and Gas Company
115 South Main, #420
Salt Lake City, Utah 84111

Re: Well No. Tumbleweed #27-3-803
Sec. 27, T.20S,. R, 21E
Grand County, Utah

Well No. Tumbleweed 21-2
Sec. 21, T. 205, R. 21E
Grand County, Utah

Gentlemen:

In reference to the above mentioned wells, considerable time has gone
by since approval was obtained from this office.

This office has not received any notification of spudding. If you do
not intend to drill these wells, please notify this Division.
If spudding or any other activity has taken place, please send necessary
forms. If you plan to drill this location at a later date, please notify
as such.

Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DIVISION OF OIL, GAS AND MINING

CARI FURSE
CLERK TYPIST

Boord /Charles R. Henderson. Chairman • John L. Bell • E. Steele Mcintyre • Edward T. Beck
Robert R. Norman • Morgaret R. Bird • Herm Olsen

on eauoi opoodundv emplover · please reovcte



M ocan Plaza Ill
47 West 200 South, Suite 510
Salt Lake City, Utah 84101
(801) 532-6640

AMBRA
OIL AND GAS COMPANY

January 12, 1982

State of Utah
Natural Resources & Energy
Oil, Gas & Mining
4241 State Office Building
Salt Lake City, Utah 84114
ATIN: CARI FURSE

Dear Ms. Furse:

RE: Your letter dated December 14, 1981
Well No. Tumbleweed 27-3
Well No. Tumbleweed 21-2 L.)

In response to your letter, the Tumbleweed 27-3 was spud on February 14, 198
and at present, there are no plans to drill the Tumbleweed 21-2.

If you have any further questions with regard to these wells, please contact
me personally.

Sincerely,

AMBRAOIL & GAS COMPANY

Re ca P. Hunt
Production



Minerals Management Service
2000 Mhninistration Building

1745 West 1700 Bonth
salt Lake City, Utah 8410¥3884

Narch 15, 1982

Ambra 011 & Gas Gesapany
47 West 20û Scoth - Suite 510
Salt Laha City , Utah 84101

Re: Return Application for
fermit to Drill
Well No. 21-2
Section 21-·¾208-9218
Grand County, Utah
Lease Wo. U•39499

Gentlemns

the Application for Permit to Drill the reierenced well was approved
February 20, 1981. Since that date no known activity has transpired
at the approved location. Urxler current District policy, applications
for permit to drill are effective for a period of one year. In view
of the foregoing this office la rescinding the aggreval of the refew
enced application without prejudice. If you intend to drill at this
location on a future date a new application for permit to drill raust
be attaitted.

This office requires a letter confirming that no surface disturbance
has been mecle for this drill site. Any surface disturbance associated
with the approved location of this well is to be rehabilitatecl. A schedule
for this rehabilitation must, then be submitted. Your cooperation in this
matter is appreciated.

Sincerely,

8. W. Guynn
District Oil and Gas Supervisor

bec: .SMA
State Office (OGG)/
State Office (Blk)
USGB-vernal
Well File
APD Control
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